© 2013. THIS DOCUMENT IS THE PROPERTY OF COAX CONNECTORS LTD. REPRODUCTION OR COMMUNICATION IN ANY FORM TO A THIRD PARTY IS PROHIBITED WITHOUT PRIOR WRITTEN CONSENT

RP SMA STRAIGHT BULKHEAD Recommended Mounting Hole
IP68 JACK TO JACK ADAPTOR
+0.1
31-501-D10 Lt
RECOMMENDED TORQUE FOR PANEL NUT: 1.1 - 1.2 Nm
images for illustration purposes only
MAXIMIUM PANEL THICKNESS: 3 mm
~ HEX 9.5 A/F
(IT —17 )
p . Q1 Environmental Specification
! ' Operating Temp: -55 to +100 Deg C.
IP Rating (unmated): IP 68 (1m for 1hr.)
7.45TO FLAT . . . . L .
Electrical Specification Mechanical Specification
Impedance: 50 Ohm Contact Retention: 27 N min
) 5/6 - 32 UNEF -2A _ _
- THREAD Frequency: 0-18 GHz Cable Retention: N/A
“ Dielectric W/V: 1000 Veff Mating cycles: 250
Q : L D13 Insulation res: 5000 M-Ohm  Weight: 6.50 g
| ]
- Connector Interface
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THREAD BOTH
ENDS
7 LOCKWASHER BRASS GOLD
6 INTERNAL SEAL EPOXY N/A
5 GASKET SILICONE N/A
4 NUT BRASS GOLD
3 INSULATOR PTFE N/A
2 CENTRE CONTACT PHOSPHOR BRONZE GOLD
1 BODY BRASS GOLD
ITEM DESCRIPTION MATERIAL PLATING
A4 SHEET 1 OF 1 DIMENSIONS ARE IN MILLIMETRES
REVISION : AO 1 NAME SIGNATURE DATE
DRAWN G.E. 28/08/2024
ISSUE : 1 CHKD | Ps. 28/08/2024
6-8 COLNE ROAD, | ***VP
TWICKENHAM, SUBIECT TO CHANGE WITHOUT NOTICE. 1N THE CONTIVUAL
MIDDLESEX. GOAL TO IMPROVE OUR PRODUCTS,WE RESERVE THE RIGHT
Tw1 4J R TO MAKE ANY MODIFICATI’\?CI)\I_?I CN:CESSARY WITHOUT PRIOR

Tel: +44(0)20 8538 9090 Fax: +44(0)20 8538 9890 Email: info@coax-connectors.com

| Cad File: C:\Fusion Components LId\CAD Data\Drawings\Z - Match IT SERIES\DATA SHEETS\31-501-D10

| Model File: C:\Fusion Components Ltd\CAD Data\Solid Models\Z - Match IT SERIES\TOP LEVEL\SMA 11237



	Sheet1
	Drawing View1


